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1. INTRODUCTION AND BACKGROUND

Eleven years ago at The Aerospace Corporation, figures of merit were

formulated to evaluate and compare the performance of television cameras.

The cameras are integrating image sensors having a light-sensitive surface

that continuously monitors the field of view and an electronic mechanism

that sequentially reads out the integrated signal on each detector ele-

ment. Laboratory test procedures and measurable parameters were estab-

lished to accurately define the radiometric spatial, spectral, and gradient

characteristics for this family of imaging devices. The resulting tech-

niques and criteria were presented in 1978 at the SPIE 22nd International

Technical Symposium. 1  A significant portion of the terminology and meas-

urement techniques described in this report was taken from publications of

the IRIS Specialty Sub-Group on Infrared Camera Tube Standards, 2 , 3 in which

The Aerospace Corporation was a participant.

Ten years ago, the performance characterizations were for evaluating

most integrating image sensors. Emphasis then was placed on the applic-

ability of those characterizations to vidicon-type camera tubes. Now, a

decade later, the integrating image sensor of interest is the staring focal

plane array, in which a solid-state switch has replaced the slow-velociLty

electron beam as the electronic readout mechanism. This report discusses

the adaptability of the 1978 technical approach to state-of-the-art staring

arcays and modifies certain evaluation techniques to more accurately meas-

ure figures of merit for the all-solid-state devices.

Most contemporary staring detector arrays differ from camera tubes of

the previous decades: the light-sensitLive surface consists of discrete

detector elements rather than a sensing-layer continuum, as with vidi-

cons. Another major difference is that many detector arrays have optical

and electronic elements installed as integral parts of the focal plane.

These two differences in the array structure will most significantly affet.

performance criteria for spatial response.



In Section II, the ten-year-old approach and terminology for determin-

ing figures of merit for staring image sensors are updated, and the defini-

tions and test procedures previously formulated for the five measurable

parameters-transfer characteristics, spatial response, spectral response,

uniformity of response, and image retention--are reviewed and modified in

relation to staring focal plane arrays. Findings are presented in the

Summary, Section III.
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II. GENERAL APPROACH AN) TERMINOLOGY

The integrating image sensor is treated as a black box that produces

output signals corresponding to the scene at the optical image plane.

Figures of merit derived for each image sensor are independent of related

equinment, such as optics and video electronics. However, in many detector

array configurations, the video preamplifiers are part of the focal plane

structure. Windows of separate dewar assemblies for cooling the image

sensor are included with the optics, unless the dewar is an integral part

of the Image-sensor construction. Faceplates and optical filters installed

on the focal plane are considered intrinsic components of the integrating

image sensor.

Operating voltages and currents that control image quality must be

held constant during all the tests. Because selected image-sensor char-

acteristics can be optimized at the expense of others, it is recommended

that performance meastrements be taken at more than one set of operating

conditions. Such measurements aid in describing trade-offs for the

comparative evaluation of various types of image sensors.

The terms sensing layer and focal plane refer to the sensitive area of

the image sensor. The operating point of the sensing layer is determined

from sensing-layer voltage and current (V and I s), measured with a dc

voltmeter and dc nanoammeter, respectively.

The input irradiance (Hi) is defined as the power density at the image

plane. It constitutes the total of the irradiance levels from the environ-

ment, background, and signal source. The signal irradiance at the focal

plane window (is) is the portion of the Hi that originates from the signal

source. Transmission efficiencies of external filters that may be neces-

sary for proper performance evaluation are not considered part of the image

sensor. The equations for calculating Ha based on the given test param-

eters are presented in the Appendix.



All video-signal measurements are obtained by monitoring the line

video with a line-selector oscilloscope, as illustrated in Fig. 1. Televi-

sion monitors or equivalent video-display devices can be used to qualita-

tively adjust image-sensor performance but not to determine measurable

parameters.

The relationship between the output video signal and the input irra-

diance Hi is influenced by several factors. The most significant operating

parameter is the value for sensing-layer current (I s), which corresponds

to the monitored V on the line-selector oscilloscope. Figure 2 is an

idealized representation of the line-selector oscilloscope waveforms for

various conditions. Note that all signal amplitudes are measured from the

mean value of the high-frequency fluctuations (Ven), whereas output voltage

levels on the ordinate are directly related to irradiance levels. The

three video voltage levels produced by dark, environmental, and background

conditions are indicated in Fig. 2 and are defined below.

Under dark conditions, the image-sensor window is covered by an opaque

reflecting cap held at the sensing-layer temperature. The resulting volt-

age, monitored on the line-selector oscilloscope, is the dark voltage (Vd).

Under environmental conditions, the image-sensor window is covered by

an opaque, nonreflecting cap at the ambient temperature, which is usually

approximately 300 K. The voltage monitored on the line-selector oscillo-

scope is the environmental voltage (re). For uncooled image sensors, Ve is

zero.

For the signal-plus-background condition, all opaque caps are removed

and the background and signal voltages (Vb and V.) are produced on the

line-selector oscilloscope. If a narrow-band filter at the sensing-layer

temperature is placed in front of the image-sensor window so that Vb - Ve

0, Vd is the no-signal voltage on the line-selector oscilloscope.

Noise, as used in these image-sensor measurements, is the random sta-

tistical fluctuations in the video output that are part of the fixed-

pattern characteristics. Thus, shading signals or spot Imperfections are

8
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Fig. 2. Video diagram of irradiance levels on line-selector oscilloscope.
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not considered part of the noise, but video fluctuations caused by such

factors as sensing-layer granularity, crosstalk between adjacent elements,

and elemental switching disturbances are included with noise observed on

the line-selector oscilloscope. The resulting composite noise observed on

the scope is non-Gaussian and cannot be easily expressed as a root-mean-

square value. For the image-sensor measurements discussed below, noise is

defined as the peak-to-peak envelope of high-frequency voltage fluctuations

Ven viewed on the line-selector oscilloscope.

Five measurable parameters that can be used to describe the perform-

ance of the integrating image sensor are (I) transfer characteristics, (2)

spatial response, (3) spectral response, (4) uniformity of response, and

(5) image retention. The significance of and measurement techniques for

each parameter are discussed in the following subsections for both camera

tubes and staring focal plane arrays.

A. TRANSFER CHARACTERISTICS

Transfer characteristics relate signal irradiance at the image plane

to the output signal, Vs/Ven, of the image sensor. The image size selected

is significantly larger than the resolving element size for the image sen-

sor. The temperature of the source is usually held constant, and neutral-

density filters of known transmissions are placed in front of the blackbody

aperture. In this manner, a wide range if Vs/Ven's is readily produced

without changing the blackbody temperature. The Hs can be calculated for

each Vs/Ven value.

Measurements of transfer characteristics are presented as a log-log

plot of Hs versus Vs/Ven. The linear slope of the resultant curve (y) is

expressed as

d (log Vs/Ven)

For most image sensors, y has a value between 0,9 and 1.0. A typical

transfer characteristics curve is shown in Fig. 3. The Hs that produces a

11
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Vs/Ven of one is defined as the noise equivalent irradiance (NEH). The
derived quantity NEH is a single value for specifying threshold detectivity

for a given integrating image sensor. The dynamic range (DR) is defined as

the saturation [Hs(sat)] to NEH ratio, expressed

DR = Hs (sat) (2)
D NEH

The derived quantity DR specifies the range of irradiance levels that a

given integrating image sensor can view simultaneously.

B. SPATIAL RESPONSE

Spatial response or resolution describes camera-system fidelity in

converting image size and pattern at the focal plane to an output video

signal. Experience has shown, however, that no single measurable parameter

can concisely define resolution for all types of integrating image sen-

sors. The three spatial-response criteria that have been established over

the past 25 years are (1) integration element size, (2) separation of two

subaperture spots, and (3) square-wave response. All three provide reli-

able measures for comparative image-sensor evaluation.

The staring detector array consists of discrete sensing elements sep-

arated by nonactive gaps (dead zones); therefore, optimal image-resolving

power is determined by detector element size and dead-zone dimensions.

Spatial response characteristics described in the following paragraphs

provide the calculated values that represent the optimal realizable per-

formance. Discrepancies between the analytically derived values and meas-

ured data can be attributed to response nonuniformittes across the detector

array, imperfections in the on-chip electronics, and electronic/optical

crosstalk between adjacent sensing elements.

Integration element size defines image-sensor response to incident

radiant power as image size is decreased to subelement dimensions while

13



video signal output is held constant (Vs/Ven = K). For this measurement, a

mask with variable-sized circular apertures is placed in front of a black-

body source. The initial aperture size focused on the image plane should

be at Least twice as large as the anticipated focal plane resolution. A

blackbody temperature is selected that produces a Vs/Ven in the range

between 5 and 10 to monitor on a line selector. As the aperture size is

reduced, Vs/Ven remains constant until the image dimensions approach the

integration element size of the image sensor. From that point, the black-

body irradiance is increased to keep V s/Ven constant as the blackbody aper-

ture is made smaller.

The optical, aperture, and blackbody parameters are known, so the

image area and irradiance at the focal plane (A, and Hs) can be cal-

culated. A typical log-log plot of AiHs in watts as a function of Ai in

square centimeters is shown in Fig. 4. For the segment of the curve at a

constant slope of one, the Vs/Ven corresponding to Hs remains constant even

though Ai is decreasing with small-aperture-size selection. The abscissa

value where this curve changes abruptly from 450 to a much smaller angle is

,Ipfined as the area of minimum integration element size (Ae ). The product

of NEtl, derived in Subsection IT.A, and Ae yields an element sensitivity

figure of merit in watts per integration element size (Pe*).

For focal plane arrays, the optimal Ae that can be realized can be

calculated from the array's fill factor and elemental detector dimensions

before laboratory measurements are performed. An array configuration in

which each detector row is separated by a dead-zone area of comparable size

is diagramed in Fig. 5. In Fig. 5a, the image spot size on the light-

sensitive surface is just large enough in diameter to always totally encom-

pass at least two square detector elements when the image spot center is

Located midway between adjacent rows or columns of detector elements. The

minimum image spot diameter (de) for this condition, based on focal plane

geometries, is expressed mathematically as

d=.2w+t)2 + (2w+s)2 (3)
de(

14
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Fig. 5. Image spot coverage by a focal-plane line array.
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where

w = width and length of a square sensing element,

£ = width of the nonactive area (dead zone) between columns of sens-
ing elements,

s = width of the nonactive area (dead zone) between rows of sensing
elements.

Then Ae= IT/4 (d) 2 , where Ae corresponds to an image size large enough to

totally cover at least one detector element no matter where the circle's

center falls on the focal plane.

This Ae is the limiting factor only when the image spot is centered

exactly at the dead-zone centroidal point. The probability is remote that

any image spot will be centered exactly at this point, and it is extremely

remote that such imagery would remain absolutely stationary for several

integration times. Therefore, a more meaningful approach for establishing

Ae is to decrease image diameter (di) to the point where 90% of spot center

Locations totally cover at least one detector element. Figure 5b diagrams

three typical image locations for di = de and de < de. The image spot

centered at point A totally covers two detector elements, whereas de cen-

tered at point B totally covers only one element. For de centered at point

C or any other point in the shaded dead-zone areas, no detector element is

covered totally.

A focal-plane example for which dead-zone area is the same as in the

preceding example, but distributed equally on all sides between adjacent

detectors, is diagramed in Fig. 6. We analyze it to determine whether

spatial response for subaperture imagery improves. In Fig. 6a, image spot

size on the light-sensitive surface is just large enough in diameter to

always totally encompass at least two detector elements independent of

location on the focal plane. The minimum image spot diameter (de), with

equal dead-zone area (X - s), is given by

17
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Fig. 6. Image spot coverage for a symmetrical detector-element
configuration.
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d /2 (2w+s) (4)

e

and

A (2w+s)2 (5)
e 2

Figure 6b diagrams three typical image spot locations for di = de and

de < de. The image spot coverage of detector elements is the same as in

Fig. 5b.

The array examples depicted in Figs. 5 and 6 and discussed in the

preceding paragraphs have fill factors in the 50% range. For both exam-

pies, Ae was calculated to be approximately 25% smaller than A'. These

results indicate that the fill-factor percentage is more significant for de

than is distribution of dead-zone areas.

For image sensors with a light-sensitive focal plane that is a con-

tinuum, the separation of two subaperture spots measures the video output

modulation as the spacing between adjacent point images at the sensing

surface is varied and Vs/Ven is held at a constant value, of the order of

10 to 15. For this test, masks having two circular apertures of equal size

and variable spacings were placed in front of the blackbody source. The

subaperture mask is designed to produce spot image pairs at the focal plane

that are significantly smaller than Ae and have centerline spacings that

can be varied over approximately an order of magnitude. As shown in Fig.

7a, the differential modulation voltage (VM), corresponding to the midpoint

between two subaperture images, is measured for each mask setting until the

VM is no longer discernible (i.e., VM = 0). The ratio of VM to Vs is

defined as the modulation (M), and it is dimensionless.

On the bases of known optical parameters and spot separation dis-

tances, the reciprocal of centerline distances between images (lid.) is

calculated for-each M. Figure 7b is a typical Cartesian coordinate plot of

the variation of M in percentage as a 4unction of lid 8 in lines per

millimeter.

19
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Fig. 7. Measurement for separation of two subaperture spots.
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For image sensors consisting of discrete detector elements separated

by dead zones (i.e., fill factor less than 90%), it is difficult to reli-

ably measure the separation of two subaperture spot images. This problem

results from (I) the inability to always position the subaperture pair so

that each spot falls completely on a sensing element, and (2) the adjust-

ment needed for large VM/Vs fluctuations produced by the changing spot

locations relative to the dead-zone gap. For arrays with under 90% fill

factor, the separation of two Ae spot images (not subaperture) provides the

most definitive resolution criterion for this spot pair imagery. Figure 8

diagrams three examples of two Ae spot images on a balanced 50% fill-factor

array. The modulation M in Fig. 8a decreases to 65% (Fig. 8b) and 43%

(Fig. 8c) as the centerline distances between spot images become smaller.

The heavily shaded areas on the intervening detector elements correspond to

the radiant intensity that decreases the amount of observable voltage

modulation (VM).

The third spatial-response criterion, the square-wave response, is the

measurement of output video modulation from the image sensor as spacings

between bar-pattern images at the sensing layer are varied while Hs is held

constant. Each mask in a series of bar-pattern masks is set in front of a

blackbody source, and the resulting modulated V s/Ven is measured on a line-

selector oscilloscope, as shown in Fig. 9a. The modulation M decreases

with reduced bar-pattern width after remaining relatively constant for the

initial large pattern widths.

The square-wave amplitude response is given as a plot of M in percent-

age as a function of line number per millimeter. The line number is the

reciprocal of the width between pairs of imaged bars on the sensing layer

(N). Figure 9b is a typical plot of square-wave-response Cartesian coordi-

nates, with M the ordinate and N the abscissa.

For an image sensor consisting of a discrete detector array with less

than 90% fill factor, the decreasirg M values are not easily established

because the individual voltage peaks and valleys after each bar pattern

will fluctuate significantly. This inconsistency in measurements of N is

21
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:.'LuISeI by the Indi[vidual bar and slot images falling on different dead-zone

and detector-area segiments.

If the image sensor consists of a detector array with over 90% fill

factor, the sensitive surface approximates a continuum, as with vidicons,

but limiting resolution is precisely related to detector element dLmen-

sions. This high fill factor can be obtained with bump-bondLng construc-

tion or by installing a lenticulated faceplate on the detector array so

that aLl Focused irradiance is directed to an active area on the focal

plane. For 100% fitl-factor arrays, Fig. 10 diagrams the two-subaperture

spot imagery as separation distances are made smaller.

An illustration of the Schottky IRCCD array with a lenticulated face-

plate installed over the front surface is presented in Fig. 11. This array

has an unbalanced dead-zone distribution as described in Fig. 5 and a fill

factor of approximately 40%. Figure 12 plots separated spot-image curves

for an IRCCD array with and without the lenticulated faceplate (i.e., 85%

and 40% fill factors). As expected, the lenticulated configuration began

to decrease from a 100% modulation at a slightly longer ds than did the

unlenticulated array. However, the faceplate insertion provided a smooth

and extended decrease in M, whereas the M for the unmodified focal plane

dropped sharply to zero when image-separation lengths became comparable to

fill-factor geometry. This difference in responses demonstrates that the

two spot images can be identified at closer distances with the lenticulated

faceplate on the focal plane.

C. SPECTRAL RESPONSE

Spectral response is the relationship between the spectral wavelength

of signal irradiance and the output video signal. It can be defined by the

magnitude of Hs required to maintain the same Vs/Ven as the spectral

wavelength of H. is varied. A series of narrow-band filters and a neutral-

density filter magazine are placed in front of the aperture of a blackbody

source that is focused on the image-sensing layer.

24
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The blackbody temperature is selected to provide a high Vs/Ven value

through (1) a narrow-band filter that transmits in the spectral region of

anticipated maximum sensitivity for the image sensor, and (2) neutral-

density filters that attenuate radiant emittance from the blackbody source

by almost three orders of magnitude. In this manner, the blackbody temper-

attire can ne held constant and only the neutral-density filters are changed

for each selected narrow-band filter. Without modifications, this test is

valid for both vidicons and focal plane arrays.

The measured spectral response data are presented as a semilog plot of

the reciprocal of NEH in sqiare centimeters per watt as a function of

wavelength (X) in microns. A typical spectral response curve is shown in

Fig. 11. The NE" values were derived from the y of the transfer character-

istics curve and the meastured R. at each wavelength.

D. UNIFORMITY OF RESPONSE

Uniformitv of response is the gradual variation in video output that

is spatially related to the sensing-layer area. Variations are considered

to he gradual if they are composed of low-frequency voltage signals less

than 150 kHz when viewed on the line-selector oscilloscope. This parameter

is determined by monitoring the V S/Ven variations as a target of constant

irradiance is positioned on various segments of the sensing layer. This

method is only for image sensors that have constant y's throughout the

sensing layer, as sometimes occurs with detector-element arrays. If y is

not constant with location, as with some focal plane arrays, a transfer

characteristics curve must be taken at each target location.

E. IMAGE RETENTION

Image retention is the time observed for the output video signal to

decay after instantaneous removal of a signal irradiance level. This par-

ameter also can be described in terms of the number of frame times required

to erase the Vs/Ven corresponding to an H, valtie. Irradiance from a black-

body source Is set up to produce a Vs/Ven linear portion of the image
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sensor's transfer characteristics curve. A Polaroid camera monitors the

Line-selector oscilloscope presentation of the target image. For many

discrete detector arrays, the signal-response lag of individual sensing

elements is negligible relative to the integration time, and observed image

retention times In these instances are attributable to related electronics.
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III. SUMARY

The five figures of merit described here continue to be reliable cri-

teria for evaluating integrating image sensor performance. These measur-

able parameters can be applied to both past and current integrating image

sensors, including standard visible-light vidicons, infrared camera tubes,

solid-state focal plane arrays, and charge-coupled-detector arrays. Spa-

tial response is the only figure of merit that must be revised to accommo-

date detector arrays with noticeably lower fill factors. The modified test

procedures require no new laboratory equipment, and the optimal resolution

for discrete detector arrays can be calculated on the basis of focal-plane

geometry and dimensions.
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APPENDIX

CALCULATION OF SIGNAL IRRADIANCE AT THE FOCAL PLANE WINDOW (Hs)

Signal irradiance at the focal plane window (Hs) is calculated from

the following equation:

H (A-1)

s 4F 2(M + 1)2 + I

where

to = transmission of system optics

tf = transmission of external band-limiting filter

ta = atmospheric transmission for optical path

tn = transmission of any neutral-density filter

Ws = radiant emittance, W/cm2

F = f-number of the optical system

M = magnification of the optical system

Using a standard blackbody source as the calibration signal, the radi-

ant emittance (Ws), as determined by the overall spectral bandpass of the

image sensor, optics, and external spectral filters, is caluulated from

Planck's law:

W 3.74 x 10- 12 f 2  1 [exp(1.438/XT) - 1]-1 dl (A-2)

where

X2  = upper wavelength cutoff, cm

XA = lower wavelength cutoff, cm

T = temperature of blackbody source, degrees Kelvin.
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LABORATORY OPERATIONS

The Aerospace Corporation functions as an "architect-engineer- for

national security projects, specializing in advanced military space systems.

Providing research support, the corporation's Laboratory Operations conducts

experimental and theoretical investigations that focus on the application of

scientific and technical advances to such systems. Vital to the success of

these investigations is the technical staff's wide-ranging expertise and its

ability to stay current with new developments. This expertise is enhanced by

a research program aimed at dealing with the many problems associated with

rapidly evolving space systems. Contributing their capabilities to the

research effort are these individual laboratories:

Aerophysics Laboratory: Launch vehicle and reentry fluid mechanics, heat
transfer and flight dynamics; chemical and electric propulsion, propellant
chemistry, chemical dynamics, environmental chemistry, trace detection;
spacecraft structural mechanics, contamination, thermal and structural
control; high temperature thermomechanics, gas kinetics and radiation; cw and
pulsed chemical and excimer laser development including chemical kinetics,
spectroscopy, optical resonators, beam control, atmospheric propagation, laser
effects and countermeasures.

Chemistry and Physics Laboratory: Atmospheric chemical reactions,
atmospheric optics, light scattering, state-specific chemical reactions and
radiative signatures of missile plumes, sensor out-of-field-of-view rejection,
applied laser spectroscopy, laser chemistry, laser optoelectronics, solar cell
physics, battery electrochemistry, space vacuum and radiation effects on
materials, lubrication and surface phenomena, thermionic emission, photo-
sensitive materials and detectors, atomic frequency standards, and

environmental chemistry.

Computer Science Laboratory: Program verification, program translation,
performance-sensitive system design, distributed architectures for spaceborne
computers, fault-tolerant computer systems, artificial intelligence, micro-
electronics applications, communication protocols, and computer security.

Electronics Research Laboratory: Microelectronics, solid-state device
physics, compound semiconductors, radiation hardening; electro-optics, quantum
electronics, solid-state lasers, optical propagation and communtcations;
microwave semiconductor devices, microwave/millimeter wave measurements,
diagnostics and radiometry, microwave/millimeter wave thermionic devices;
atomic time and frequency standards; antennas, rf systems, alectt %magnatic
propagation phenomena, space communication systems.

Materials Sciences Laboratort : Development of new materials: metals,
alloys, ceramics, polymers and their composites, and now forms of carbon; non-
destructive evaluation, component failure analysis and reliability; fracture
mechanics and stress corrosion; analysts and evaluation of materials at
cryogenic and elevated temperatures as well as in space and enemy-induced
environments.

Space Sciences Laboratory: Magnetospheric, auroral and cosmic ray
physics, wave-particle interactions, magnetosphertc plasma waves; atmospheric
and ionospheric physics, density and composition of the upper atmosphere,
remote sensing using atmospheric radistioni solar physics, infrared astronomy,
infrared signature analysis; effects of solar activity, magnetic stores and
nuclear explosions on the earth's atmosphere, Ionosphere and magnetosphefor
effects of electromagnetic And particulate radiations on space systems; space
Instrumentation.


